
Now you can buy 
the WORM Flexible 
Temperature Sensors in 
economical 10 packs and 
save 30%.

Each CAN OF WORMS 
comes with 10 WORM 

Sensors sets complete with 
hardware for mounting the WORM 
in typical thermowell temperature 
assemblies.
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This “Can of Worms” 
Will Save You Money.

Ordering Information

* See the complete WORM data sheet for more details. For Dual Sensor WORMS in a Can of 
WORMs please consult the factory.

© 2015 Moore Industries-International, Inc. Specifi cations and information subject to change without notice.

Description*

24-Inch, Standard Pt 100 RTD; 4-Wire (450°F max.)
36-Inch, Standard Pt 100 RTD; 4-Wire (450°F max.)

24-Inch, Standard Pt 1000 RTD; 4-Wire (450°F max.)
36-Inch, Standard Pt 1000 RTD; 4-Wire (450°F max.)

24-Inch, High Temp. Pt 100 RTD; 4-Wire (800°F max.)
36-Inch, High Temp. Pt 100 RTD; 4-Wire (800°F max.)

24-Inch, High Temp. Pt 1000 RTD; 4-Wire (800°F max.)
36-Inch, High Temp. Pt 1000 RTD; 4-Wire (800°F max.)

24-Inch, Standard T/C J; Grounded (450°F max.)
36-Inch, Standard T/C J; Grounded (450°F max.)

24-Inch, Standard T/C J; Ungrounded (450°F max.)
36-Inch, Standard T/C J; Ungrounded (450°F max.)

24-Inch, High Temp. T/C J; Grounded
36-Inch, High Temp. T/C J; Grounded

24-Inch, High Temp. T/C J; Ungrounded
36-Inch, High Temp. T/C J; Ungrounded

24-Inch, Standard T/C K; Grounded (450°F max.)
36-Inch, Standard T/C K; Grounded (450°F max.)

24-Inch, Standard T/C K; Ungrounded (450°F max.)
36-Inch, Standard T/C K; Ungrounded (450°F max.)

24-Inch, High Temp. T/C K; Grounded
36-Inch, High Temp. T/C K; Grounded

24-Inch, High Temp. T/C K; Ungrounded
36-Inch, High Temp. T/C K; Ungrounded

Ordering #

CWSPT1424
CWSPT1436

CWSPT10424
CWSPT10436

CWHPT1424
CWHPT1436

CWHPT10424
CWHPT10436

CWSTCJG24
CWSTCJG36

CWSTCJU24
CWSTCJU36

CWHTCJG24
CWHTCJG36

CWHTCJU24
CWHTCJU36

CWSTCKG24
CWSTCKG36

CWSTCKU24
CWSTCKU36

CWHTCKG24
CWHTCKG36

CWHTCKU24
CWHTCKU36

IMPORTANT NOTE
Specify Standard Temperature CWS* WORM sensors for measurements up 
to 232°C (450°F)

Specify High Temperature CWHPT* WORM sensors for measurements 
up to 427°C (800°F).

Specify High Temperature CWHTC* WORM Sensors for measurements 
up to 760°C (1400°F).

For temperatures up to 1093°C (2000°F), specify CWHTCKG or CWHTCKU 
with a CL2 Sheath Length and Inconel Material.

Save
30%


